
Use

Specific for radiant floor heating and cooling systems.

Heating & Cooling
SPECIFICATIONS

PE-Xa 5-layer pipe 
17 x 2 - 20 x 2 - 25 x 2.3

Wording of specifications

Stabilised 5-layer polyethylene PE-Xa pipe, reticulated with 

high-pressure peroxides, produced according to standards 

EN ISO 15875-2 (application class 4/8 bar, according to  

ISO 10508); the central layer is made up of an EVOH oxygen  

barrier.

EVOH oxygen barrier

Adhesive

Adhesive

External pipe

PE-Xa internal pipe
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Technical characteristics

Diagram of pressure loss

Diagrams which can be used for water 
at temperature of 15°C – 45°C.

Packaging

Property 	 Unit of	 Pipe ø17	 Pipe ø20	 Pipe ø25

	 measurement	 value	 value	 value

External 
diameter	 mm	 17	 20	 25

Internal 
diameter	 mm	 13	 16	 20.4

Linear 
expansion 
coefficient	 mm/mK	 0.14	 0.14	 0.14

Thermal 
conductivity	 W/mK	 0.35	 0.35	 0.35

Application 
class 	 	 Class*4/	 Class*4/	 Class*4/
ISO 10508		  8 bar	 8 bar	 8 bar

Size class
EN ISO 15875	 	 C	 C	 A

Internal 
surface
roughness	 mm	 0.007	 0.007	 0.007

Minimum 
bending
radius	 mm	 85	 100	 125

Water 
content	 l/m	 0.133	 0.200	 0.327

Weight	 kg/m	 0.096	 0.110	 0.160

Colour	 white	 white	 white	 white
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Pressure loss ΔP (Pa/m) 
PE-Xa 20x2 mm pipe
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Pressure loss ΔP (Pa/m) 
PE-Xa ø 25x2.3 mm pipe

*Class 4= 60°C/25 years + 40°C/20 years + 20°C/2.5 years + 

70°C/2.5 years + 100°C/100 hours

Pipe Diameter	 mm	 17	 17	 20	 25

Coil length	 m	 200	 500	 500	 500
Weight	 kg	 20.5	 51.2	 56	 80

Size	 cm	 ø75x25	 ø75x56	 ø80x68	 ø120x35

Type of 
packaging		  PVC foil		
	

The technical data may be changed without prior notice


